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CROSS SECTION

CONSTRUCTION SPECIFICATIONS

1. PREPARE SWALES IN ACCORDANCE WITH THE CONSTRUCTION SPECIFICATIONS DESCRIBED IN SECTION
C—2, STANDARDS AND SPECIFICATIONS FOR TEMPORARY SWALE, OR AS SPECIFIED ON PLAN.

2. PLACE NONWOVEN GEOTEXTILE, AS SPECIFIED IN SECTION H—1 MATERIALS, UNDER THE BOTTOM AND

SIDES OF THE DAM PRIOR TO PLACEMENT OF STONE. CONSTRUCT THE CHECK DAM WITH WASHED 4 TO

7 INCH STONE OR EQUIVALENT RECYCLED CONCRETE (WITHOUT REBAR) WITH SIDE SLOPES OF 2:1 OR
FLATTER AND A MINIMUM TOP WIDTH OF 12 INCHES. PLACE THE STONE SO THAT IT COMPLETELY
COVERS THE WIDTH OF THE CHANNEL AND CHANNEL BANKS. FORM THE WEIR SO THAT TOP OF THE
OUTLET CREST IS APPROXIMATELY 6 INCHES LOWER THAN THE OUTER EDGES. LINE THE UPSTREAM
FACE OF THE DAM WITH A 1 FOOT THICK LAYER OF WASHED AGGREGATE (34 TO 1J% INCH).

3. SET THE HEIGHT FOR THE WEIR CREST EQUAL TO ONE—HALF THE DEPTH OF THE CHANNEL OR DITCH.
TO AVOID SCOUR THE MAXIMUM HEIGHT OF THE WEIR CREST MUST NOT EXCEED 2.0 FEET.

4. REMOVE ACCUMULATED SEDIMENT WHEN IT REACHES ONE—HALF OF THE HEIGHT OF THE WEIR CREST.
MAINTAIN LINE, GRADE, AND CROSS SECTION.
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